Tooled edge

1

6"

Extend geotextile 6"
beyond drainfill on both sides

Varies

Geotextile

F—D0rainftl

R\\,Geo+ex+i\e

Tooled edge

Extend geofextile Efbeyomd//////Zr

drainfill on both

1 sq. ff. of galvanized wire mesh with 74’

opentngs (Locate on surface of drainfill.)
whth each corner bent upward
vertically 1" to anchor into concrete

TYPICAL SECTION CONCRETE LINED WATERWAY W/SIDEWALL CUTOFFS

(SIDEWALL WEEPHOLES NOT SHOWN)

(N.T.S.)

A<

A\\ Side Wal

Tooled edge

Varies

Tooled edge

sides.

Drainfill

| sq. ft. of galvanized wire mesh with 7’
openings with each corner bent upward
vertically 1" fo anchor into concrete

TYPICAL SECTION FOR

or 5"dia.circle

[S\_ceotextle

CONCRETE L INED WATERWAY

NOT REQUIRING CUT-OFFS

ALONG SIDE WALLS

(N.T.S.)

Paint Face of Joints With
Bituminous Paint Except At
Minimum 200 FT Intervals Instal

1" Preformed Bituminous
Expansion Joint Materia

1 sq. ft. of galvanizedire mesh with !/}’

Tooled edge

Geotextile N Weep hole .
£l Concrete Lined
_rlow Waterway
= Drainfill
o K '. B B . ew
openings with each corner bent upward
, vertically 1” to anchor into concrete
Geotextile 6
A
Geotextile
CUTOFF WALL
CUTOFF WALL DETAIL
(N.T.S.)
Geotextile
Varies
Geotextile
Tooled edge

=
[)
3

N 3

o~ (=]

- ®

1 sq. ft. of galvanizedre mesh with 7'

openings with each corner bent upward
vertically 1” to anchor ‘nto concrete

< —
~
Cutoff Wall L‘z ,,,,,,, Drainfill
Geotextile
SECTION A-A
(N.T.S.)

LINED WATERWAY

STANDARD DWG. NO

FL-468

DATE

12/02

SHEET OF

Cold Joint

%///Comcrefe Lined Waterway

Geotextile

1 sq. ft. of galvanized
wire mesh with /" openings

(Locate on surface of drainfill.
with each corner bent upward
vertically 1" to anchor into
concrete

Weep Hole

Gravel

GeoTexTi\e—jﬁ

Extend graovel 6" beyond the
edges of the weep hole

SIDEWALL WEEP HOLE DETAIL

(N.T.S.)

\\\\\\\\¥7 Weep Hole: 3"x 4"rectangle

SECTION B-B
CONSTRUCTION DETATLS REQUIRED

Smooth 34" Diam.
Plastic Coated
Steel Dowel 24"
Length.

AT ALL COLD JOINTS
(N.T.S.)

Steel dowels
Not fo exceed 18" D.C.
(Minimum 2 dowels)

CONTRACTION JOINT DETAIL

(N.T.S.)

Contraction jaoints are to be spaced at 20

intervals and may be either formed or tooled

Cut off walls shall be constructed at

locations shown on the drawings.

NOTE :

When
When
When

B NOTE: When length of side slope is
greater than 4'construct weep
holes half way up fthe sides in
Ifne with bottom weep holes
N
Bottom
Y, O L
I Y T 5
(. [
[ T Cold
[ [ Joint
Side Slope Side Slope
’ N ,
xj <:><=“\\ (4/ Weep Holes @ 10" C-C
| or 5 C-C (Mark out the
dimension that does
not apply)

B

_J
]

TYPICAL PLAN VIEW

(N.T.S.)

CONCRETE LINED CHANNEL - DIMENSIONS

STATION

BOTTOM WIDTH

DEPTH

SIDE SLOPE

No. of Rows of Weepholes

"Bottom width”
"Bottom width”
"Bottom width”

1" fo 4’
5 fo 7'
8 to 12’

Construct 1 Row along centerline of waterway
Construct 2 Rows w/outside rows 1’
Construct 3 Rows w/outside rows 1’ from boftom toe

from bottom toe
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